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We report a simple reconfigurable printing method for fabricating submillisecond-response and
scattering-free polymer network liquid crystal photonic devices, such as prism, grating, and lens.
To suppress light scattering in the visible region, we reduce the domain sizes by controlling
polymer concentration, selecting a high viscosity liquid crystal (LC) host, and performing UV
curing at a low temperature. To demonstrate the configurability, we printed a LC micro-prism array
with 300-lm feature size and a circular lens with 1.3-mm radius without any pre-patterned
templates. This reconfigurable printing technique enables fast design iterations and should have
widespread applications for fabricating display and photonic devices. VC 2013 AIP Publishing LLC
[http://dx.doi.org/10.1063/1.4802919]
Adaptive liquid crystal (LC) grating,1–5 lens,6–10 and
prism11,12 are intriguing devices because their electro-optic
properties can be tuned by an external voltage. To fabricate
these photonic devices, a pre-patterned template, such as pat-
terned electrodes or photomask, is commonly used, which
requires expensive instruments and time consuming proce-
dures. A typical photolithographic procedure to fabricate pat-
terned electrodes includes applying photoresist, exposure,
etching, and photoresist removal. Recently, a microlithogra-
phy system based on reflective digital micromirror device for
generating high resolution arbitrary photoalignment patterns
in LC cells has been demonstrated.13 This approach is recon-
figurable and particularly attractive for making switchable LC
grating, except that the optical system is rather complicated.
In addition to the abovementioned sophisticated fabrica-
tion procedure, the device performance, especially response
time, is another serious concern. The response time of a ne-
matic LC is mainly governed by the cell gap, visco-elastic
constant of the employed LC material, and voltage.14 For a
LC lens with 30-lm cell gap, the response time is in the order
of 1 s.15 To shorten response time, thin cell with a high bire-
fringence LC material,16 overdrive and undershoot voltage
method,17,18 and polymer network liquid crystal (PNLC)19–25
have been investigated, just to name a few. For a PNLC con-
taining 6–7wt.% polymer, the response time can be reduced
to submillisecond while maintaining a 2p phase change.23
However, there are two tradeoffs: (1) The operation voltage
is increased dramatically due to strong polymer network, and
(2) the light scattering remains noticeable due to submicron
domain sizes formed by the LC molecules. Recently,
submillisecond-response and scattering-free PNLCs have
been demonstrated at k¼ 1064 nm by reducing the domain
sizes. However, light scattering in the visible region, say
k¼ 550 nm, still exceeds 20%.23 To suppress light scattering,
low density polymer-stabilized LC with polymer localized at
the substrate surface has been developed.26,27 Since no
polymer network exists in the bulk LC, the operating voltage
is low, and light scattering is negligible, but the response time
is also relatively slow. There is an urgent need to overcome
the above-mentioned problems, i.e., reconfigurable and sim-
ple fabrication process, while keeping submillisecond
response time and negligible scattering loss.
In this letter, we report a scattering-free PNLC in the
visible region and then present a reconfigurable one-step
printing technique for fabricating LC micro-prism/lens/
grating. To demonstrate the feasibility and versatility of this
technique, we printed a LC micro-prism array/grating with
periodicity of 300 lm and a circular LC lens with radius
1.3mm as examples. The processing time for each device
is about 10min. The functionality of these devices is also
evaluated. Compared to other methods, our method shows
advantages of easy configurability, low cost, and fast
response time. This printing technique enables fast design
iterations so that it could have widespread applications for
fabricating display and photonics devices.
First, let us discuss our approach for obtaining
scattering-free PNLC in the visible region. Increasing poly-
mer concentration is known to be an effective way to shrink
the PNLC domain sizes.19 However, high polymer concen-
tration dramatically increases the device operating voltage.
Recently, our group demonstrated a submillisecond-response
and scattering-free 2p phase modulator at k¼ 1.06 lm with
only 6wt.% polymer concentration.23 We found that high
viscosity LC host and low temperature UV curing play key
roles for reducing the LC domain sizes and therefore sup-
pressing light scattering. In order to extend the scattering-
free behavior to the visible region, we increased the polymer
ratio from 6% to 10% to further reduce the domain size. To
demonstrate the effectiveness of our approach, we prepared
two PNLC precursors containing two different LC hosts
(89.5%), 10% monomer (Merck RM257), and 0.5% photoi-
nitiator (GENOCURE BAPO). The LC host for PNLC-1 is
HTG135200 (HCCH, China) with visco-elastic coefficient
c1/K11 of 119.6ms/lm
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k¼ 633 nm, and De¼ 89 at 1 kHz. The LC host for PNLC-2
is MLC14200 (Merck) with c1/K11¼ 27.3ms/lm2 at 22 C,
Dn¼ 0.16 at k¼ 633 nm and De¼ 25. Commercial homoge-
neous LC cells with cell gap d¼ 5 lm controlled by micro-
beads were employed. A UV lamp with k 385 nm was
employed for illumination. The curing temperature was
controlled at 11 C for both PNLC cells.
Figure 1(a) shows the measured transmission spectra
(unpolarized light) of PNLC-1 and PNLC-2 with a biased
voltage (Vmax) leading to maximum scattering. The sample
holder was set at 20 cm in front of the detector whose aper-
ture is around 0.9 cm. This corresponds to a collection angle
of 3. Such a small collection angle is to ensure that only
transmitted light is collected by the detector. If the device
has strong scattering, then the measured transmittance would
be significantly reduced. The spectrum of a control nematic
LC cell (HTG135200) is included in Fig. 1(a) for compari-
son. The small transmission oscillation is due to the Fabry-
Perot effect of the ITO/LC interfaces. From Fig. 1(a), we can
see that the scattering loss of PNLC-1 in the power-on state
is negligible at k¼ 633 nm (and 3% at k¼ 480 nm) in com-
parison with the nematic LC host. In contrast, the scattering
loss of PNLC-2 in the visible region is much stronger
(between 8% and 15%). According to our previous study, the
scattering loss of PNLCs generally follows the Rayleigh-
Gans-Debye model.23 Without considering the reflection loss
from interfaces, the transmittance of PNLC for a randomly

















where Ce and Co represent the domain size parameters for
the extraordinary ray (e-ray) and ordinary ray (o-ray),
respectively; k0 is the wavelength in vacuum. Therefore,
small Dn and small domain sizes are helpful to reduce scat-
tering loss. Considering MLC14200 used in PNLC-2 has a
lower birefringence than HTG135200, we find that PNLC-1
must have much smaller domain sizes than PNLC-2 in order
to explain its negligible scattering loss.
To further confirm these scattering characterization, we
used a polarized green laser (k¼ 514 nm) to probe these two
PNLCs at a power-on state. The polarization direction is
parallel to the rubbing direction of the LC cells. Figures 1(b)
and 1(c) show the captured optical images for PNLC-1 and
PNLC-2, respectively. PNLC-1 is almost transparent to the
laser beam while PNLC-2 heavily scatters light. This
scattering-free PNLC enables us to develop useful photonic
devices in the visible region.
Before discussing our printing technique for PNLC pho-
tonic devices, let us first describe the responsible physical
mechanism of this scattering-free device. For a homogene-
ous aligned LC cell, its effective extraordinary refractive
index ne-eff (light polarization parallel to the LC molecular
alignment direction) is tunable by varying the applied volt-
age. If this nematic LC contains UV curable monomers, its
on-state ne-eff would be “frozen” (polymer stabilized) by UV





where no and ne are the ordinary and extraordinary refractive
index of the PNLC precursor, respectively, and h is the effec-
tive tilt angle. After UV curing, the obtained PNLC cell is
still electrically switchable but with a much faster response
time at the tradeoff of increased operating voltage. Based on
this mechanism, we are able to create any desired ne profile
(within the refractive index range of the host LC) on the
PNLC cell. Our group previously reported some initial
attempts to fabricate PNLCs with gradient refractive index
according to this principle.24 Here, we focus on the
scattering-free photonic devices.
Next, we discuss the reconfigurable one-step printing
technique for fabricating PNLC photonic devices. The exper-
imental setup and fabrication procedures are schematically
depicted in Fig. 2(a). A photomask, either a rectangular
mask (Fig. 2(b)) (for prism, cylindrical lens, or grating) or an
iris diaphragm (for circular lens), is connected to a motion
controller (Newport ESP 300) and placed right above the LC
cell. A computer with LabVIEW software is used to control
the timing and amplitude of the applied voltages. A UV
lamp is used for stabilizing the polymer network. Figures
2(c) and 2(d) illustrate the fabrication procedures. At time t1,
a voltage V1 is applied to the cell and the LC molecules in
the exposed region are stabilized at this state. At time t2, a
voltage V2 (V2<V1) is applied. As the photomask keeps
moving, LC molecules at the newly exposed stripe/ring are
stabilized with a smaller tilt angle.
We use two examples to illustrate the configurability of
our fabrication setup. The first example is to fabricate a one-
dimensional (1D) prism array. In order to “print” a prism
array with known phase profile, we first obtained the electric
field dependent ne-eff of the LC precursor through the electro-
optical properties measurement (Fig. 3(a)). As the rectangular
photomask is moving at a constant velocity (0.01mm/s here),
we are able to convert the intended phase profile (Fig. 3(b))
into a time-dependent voltage chart (Fig. 3(c)). We wrote a
MATLAB program which can do this conversion conveniently.
A 15-lm homogeneous LC cell was used here and below.
The entire printing process of this prism took about 10min.
Figure 3(d) shows a polarized microscope photo (transmis-
sive mode) of this prism array. Sample cell was sandwiched
FIG. 1. (a) Transmission spectra of PNLC-1 (red line) and PNLC-2 (blue
line) with Vmax applied. Transmission spectrum for a comparable nematic
LC cell is shown for comparison (black line). (b), (c) Optical images of
PNLC-1 and PNLC-2 with a green laser.
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between two crossed polarizers with rubbing direction oriented
at 45 with respect to the polarizer. The color stripes result
from the phase retardation of LC cell, indicating periodic varia-
tion in birefringence (ne-no). Adding a color filter (k¼ 633 nm)
in the optical path, we can easily extract the optical path differ-
ence and the local birefringence of the sample cell based on the
intensity variation.29
Figure 4 shows the diffraction pattern of this prism gra-
ting. A linearly polarized laser beam (k¼ 633 nm) with
polarization parallel to the rubbing direction is normally inci-
dent on the sample cell. At V¼ 0, the strongest diffraction
peak occurs at the 5th order. As the voltage increases, it
moves to the 3rd order at 60V and 2nd order at 100V.
This is because as the voltage increases, the LC directors are
reoriented along the electric field direction so that the prism
phase profile gradually becomes flatter. By analyzing the
local birefringence, the phase contrast of the prism grating
was measured to be 8.9p at 0V, 6.5p at 60V, and 3.5p at
100V. We simulate the diffraction pattern through the spa-
tial Fourier transform of an ideal prism grating phase profile.
Calculated values are normalized to the 5th order at 0V.
We found that the diffraction maximum moving towards the
lower orders as voltage increases, showing the same trend as
the experimentally observed diffraction patterns. The maxi-
mum diffraction order becomes more intense at 100V than
60V and 0V, in a good agreement with experimental results.
We also measured the switching time of this prism
(5th order) at 22 C. Results are 870 ls for relaxation and
280 ls for rising (10%–90% change in transmission). The
fast response time results from the small LC domain sizes of
the polymer network.23 With this printing technique we are
able to fabricate 1D (line shape) photonic devices easily,
such as cylindrical micro-lens or LC phase gratings with any
type of phase profile. However, this printing technique is not
limited to 1D photonic devices only.
Next, we demonstrate another example for fabricating a
circular (2D) adaptive LC lens. We use an iris diaphragm as
photomask (Fig. 2(b)). With a motion controller, we are able
to control the opening speed of the diaphragm. The accuracy
of this setup can be further improved if we employ a high
precision motorized iris diaphragm.
Figure 5(a) shows the optical image of a positive circu-
lar lens which has higher ne-eff at the center and lower ne-eff
at the edges. The sample cell is placed on a white light table
between two crossed polarizers. The color rings are caused
by the birefringence gradient. To characterize the optical
performance of this lens, we used an expanded He-Ne laser
beam as the probing light source. The beam size was similar
to the lens aperture, and the input polarization was parallel to
the cell rubbing direction. A CCD camera was used to record
the transmitted beam profile.
We measured the focal length of this LC lens at different
voltages. Results are plotted in Fig. 5(b). Without LC lens, the
laser beam was not focused. When the lens was placed in the
FIG. 2. (a) Schematic drawing of the fabrication setup; (b) dynamic control
of the rectangular photomask and iris diaphragm; and (c), (d) UV exposure
for generating spatial gradient refractive index (V1>V2).
FIG. 3. (a) Electric field dependent ne of the LC precursor; (b) intended
phase profile of micro-prism array (prism grating); (c) time dependent volt-
age chart for micro-prism array fabrication; and (d) polarized microscope
image of a fabricated micro-prism array.
FIG. 4. Recorded diffraction patterns and the simulation results from
Fourier transform (normalized to the 5th order at V¼ 0).
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light path, the outgoing laser beam was focused at the focal
point of the positive lens. At V¼ 0, the focal length of this
adaptive lens is 15 cm. As the voltage increases from 0 to
100V, the measured focal length increases to 32 cm. This is
because when the voltage exceeds a threshold, the LC directors
start to tilt up so the ne-eff difference between lens edge and
lens center gets smaller. A smaller phase difference leads to a
weaker optical power, i.e., longer focal length.
Various CCD images were taken at the focal point of
the LC lens, as Figs. 5(c) and 5(d) depict. Figure 5(c) was
taken after the expanded laser beam passing through the
unpowered LC lens. An intense peak is observed because of
the strong focusing effect of the lens. As the voltage
increases, the focusing power gradually decreases. At 100V,
the beam profile of the probing laser broadens, and the peak
intensity decreases (Fig. 5(d)).
In conclusion, we developed a one-step printing tech-
nique for fabricating adaptive LC prism/grating/lens based
on our scattering-free PNLC. For feasibility demonstration,
we printed a microprism array with a periodicity of
300 lm and a circular lens with a radius of 1.3mm. The
switching time of these devices is in submillisecond range.
In comparison with conventional microfabrication technique
for adaptive LC photonic devices, our approach has follow-
ing advantages: (1) Single step and short fabrication time;
(2) easy to reconfigure; (3) low cost; and (4) submillisecond
device response time. Although the resolution of this tech-
nique is not as high as photolithography, it offers a great
flexibility for designing and fabricating the desired refractive
index profile of an LC device. Since the device reconfigura-
tion and fabrication are so simple, it will enable us to opti-
mize the design efficiently based on the experimental data.
These printed devices work for linearly polarized light only,
which is similar to most adaptive LC devices.
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